Environmental, Health and Safety Solutions.™

CO0e

January 2, 2025

Ms. Rachel McDonald
319 Polk Street
Raleigh, North Carolina
Re: Lead-Based Paint Inspection/Risk Assessment
319 Polk Street, Raleigh, North Carolina
EI Project No: IHM0O250318.00
Project Site Address: 319 Polk Street, Raleigh, North Carolina
Inspection Date: 12/29/2025
Scope of Work: Lead-Based Paint Inspection
Lead-Based Paint Inspection: Lead-Based Paint Found
Deteriorated Lead-Based Paint Found: No
Lead Containing Materials: No
Lead Dust Hazards: Yes
Lead Soil Hazards: No

Recommendations: See Table 6

Inspector: Brian Long, North Carolina Risk Assessor #120323
—
B’

Brian Long, NC Risk Assessor #120323
Industrial Hygiene Technician

— The El Group, Inc. » B00.717.3472 » www.eil.com ---'-_*?—



Findings

Table 1: Lead-Based Paint!

Component? Substrate Condition
Foyer Wainscoting Wood Intact White
Foyer C Wainscoting Wood Intact White
Foyer A Door Wood Intact White
Foyer A Door Casing Wood Intact White
Nursery (Bedroom
1) A Window Sash Wood Intact White
Nursery (Bedroom
1) A Window Casing Wood Intact White
Nursery (Bedroom
1) B Door Wood Intact White
Nursery (Bedroom
1) B Door Jamb Wood Intact White
Nursery (Bedroom
1) B Door Casing Wood Intact White
Bedroom 2 D Door Wood Intact White
Bedroom 2 D Door Jamb Wood Intact White
Bedroom 3 B Door Casing Wood Intact White
Bedroom 3 B Door Jamb Wood Intact White
Bedroom 3 B Window Casing Wood Intact White
Bedroom 3 D Baseboard Wood Intact White
Bathroom 1 D Door Wood Intact White
Bathroom 1 D Door Jamb Wood Intact White
Living Room D Window Sash Wood Intact White
Living Room D Window Casing Wood Intact White
Living Room D Window Sill Wood Intact White
Living Room B Door Wood Intact White
Living Room B Door Jamb Wood Intact White
Living Room B Door Casing Wood Intact White
Dining Room B Door Wood Intact White
Dining Room B Door Jamb Wood Intact White
Bathroom 2 C Wall Drywall Intact White
Bathroom 2 B Window Sash Wood Intact White
Bathroom 2 B Window Casing Wood Intact White
Bathroom 2 D Door Wood Intact White
Side Hallway B Wall Wood Intact White
Kitchen -- Table Wood Intact Brown




Kitchen A Wall Wood Intact White
Kitchen B Wall Wood Intact White
Kitchen C Wall Wood Intact White
Kitchen D Wall Wood Intact White
Kitchen D Window Casing Wood Intact White
Den B Wall Wood Intact White
Den C Ceiling Wood Intact White
Exterior A Wall Wood Intact Purple
Exterior A Window Sash Wood Intact White
Exterior A Window Sill Wood Intact White
Exterior A Door Jamb Wood Intact White
Exterior A Door Casing Wood Intact White
Exterior A Porch Header Wood Intact White
Exterior D Floor Wood Intact Purple
Note(s):
1. Positive results indicate lead in quantities equal to or greater than 1.0 mg/cm? and are considered lead-
based paint.

2. Samples are taken to represent component types; therefore, it should be assumed that similar
component types in the rest of that room or room equivalent also contain lead-based paint.

Table 2: Deteriorated Lead-Based Paint

Component Substrate Condition

N/A N/A N/A N/A N/A N/A

Note(s):

1. Surfaces in deteriorated condition are considered to be lead-based paint hazards as defined by Title X
and should be addressed through abatement or interim controls which are described in Table 6.

Table 3: Lead Containing Materials?

Component Substrate Condition

N/A N/A N/A N/A N/A N/A

Note(s):
1. Although not considered to be lead-based paint, these materials when disturbed through destructive
measures such as sanding, chipping, grinding, and other sources of friction, can create dust hazards and
should be treated through controls described in Table 6



Table 4: Dust Wipe Sample Analysis

Concentration

Sample # Location Surface Type (ug/ft2) Lead Hazard!
1 Nursery Floor <8 No
2 Nursery Windowsill <32 No
3 Bedroom 2 Floor <q No
4 Bedroom 2 Windowsill <32 No
5 Bedroom 3 Floor <q No
6 Bedroom 3 Windowsill <32 No
7 Playroom Floor <8 No
8 Playroom Windowsill <32 No
9 Kitchen Floor <8 No
10 Kitchen Windowsill <32 No
11 Kitchen Counter 239 Yes

Note(s):
1. EPA Lead Dust Hazard for Floors: 10 pg/ft?; Window Sills: 100 pg/ft?

Table 5: Soil Sample Analysis

Concentration
(mg/Kg)
12 Play Area Bare 240 No

Sample # Location Bare/Covered Lead Hazard!?

Note(s):

1. EPA Lead in Soil Hazard for children’s play areas with bare residential soil: 400 mg/Kg; bare soil for the
remainder of the yard: 1,200 mg/Kg

Table 6: Lead Hazard Control Options?

Hazard Type Location ‘ Description Control?**®
Lead Dust Hazard Kitchen Brown Wood Cleaning- Clean surfaces using
Table/Counter HEPA filtered vacuum and wet
cleaning agents to remove leaded
dust
Note(s):
1. Lead hazard control options include abatement and interim controls.

Paint film stabilization: Wet scrape and prime building components where chipping or peeling is present
following acceptable methods.

3.  Replace: Remove and dispose of components in accordance with applicable federal, state and local
regulations. Prime coat any new unpainted wood components.

4. Enclosure: Enclose lead-based paint coated building components with a material that is structurally
affixed and deemed to last 20 years.




2. Limitations

e No limitations were encountered during the course of this survey.

3. Lead Hazard Control Activities

All lead abatement activities must be performed in strict compliance with the Department of Housing and
Urban Development (HUD) 24 CFR Part 35, and the Environmental Protection Agency (EPA) 40 CFR Part
745 Subpart L, as well as any NC DHHS HHCU regulations.

All contractor’s personnel who will disturb lead-based paint during the course of their work on this
residence should be informed of the potential danger posed by lead-based paint and should be directed to
comply with all applicable federal, state, and local lead abatement regulations.

Table 4 lists each lead based-paint hazard identified, along with control options. Highest priority should be
given to correcting lead hazards with greater probability of being contacted by children six years of age and
under, women who are or may become pregnant, and residents of the home. These include, but are not
limited to, deteriorated lead-based paint inside the residence on friction and impact surfaces (windows and
doors), and other surfaces (i.e. walls or trims) at a height of six feet and below.

If paint condition is intact, no treatment is required at this time. However, ongoing monitoring and
maintenance of painted surfaces containing lead-based paint must be performed on a routine basis as paint
conditions may deteriorate potentially creating a lead dust hazard. Painted surfaces should be inspected
annually and repainted as needed before deterioration occurs. Prior to any scraping or sanding, appropriate
measures should be taken to prevent the generation or spreading of paint chips or dust.

Although painted surfaces may contain lead in quantities less than 1.0 mg/cm?, ongoing monitoring and
maintenance of painted surfaces must still be performed on a routine basis. These activities are necessary
as lead quantities in paint less than 1.0 mg/cm? may lead to the development of lead dust hazards, even
though the paint is not considered a lead-based paint according to HUD/ EPA.

4. HUD Notification

A copy of this summary must be provided to new lessees (tenants) and purchasers of this property under
Federal Law (24 CFR part 35 and 40 CFR part 745) before they become obligated under a lease or sales
contract. The complete report must also be provided to new purchasers and be made available to new
tenants. Landlords (lessors) and sellers are also required to distribute an educational pamphlet and include
standard warning language in their leases or sales contracts, to ensure that parents have the information
necessary to protect their children from lead-based paint hazards.



Attachments:

Floor Plan/Diagram

XRF Data Sheets

Methodology

Lead Hazard Control Options

Definitions

Lead Based Paint Activity Summary (LBPAS)
XRF Analyzer Performance Characteristics Sheet
Certifications and Licensure
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Form 5.0 Questionnaire for a Lead Hazard Risk Assessment of an Individual Occupied
Dwelling Unit.
(Page | of 2)
(To be completed by risk assessor via interview with owner-occupant or, if a rental unit, an adult resident
and, for questions 15 & 16, the owner.)

Property address: 9 Lol ﬁ-;r RRJ‘FJ}LI

Apt. No.: Unit is: Owner muﬁ% ter occupied_

Year of construction: lﬁ &_Prior LBP testing? (Y or N)

Name of owner interviewed: My e [ McMoaald Owner interview date: _2_.-"22/ 2-5

Name of resident intervigwed (if rental unit): Interview date: ___ /[ /

Name of risk assessor: A

Children and Children’s Habits /

1. Do any children under age 6 live in the home or visit frequently? X Yes 0 No (If no children under
age 6, skip to Question 5.)

2. If yes, how many?

3. Please provide the following information about each child under 6 to the extent you can.

Child 1 Child 2 Child 3 l Child 4
(a) Age: B =

L l
(b) Blood lead level: R P LEA o = el |

(c) Month/year of blood ]ﬂ rrﬂryj {'Lﬁg’ ' : -

(d) Location of bedroom: |
(e) Main room where child | T

lead test:
Y L N

i

(D Main roomiwhers il :'-W

a4

playst T

(FAhs -

G
AL B

4. (a) Do any children ten



For

Dwelling Unit.

Property address: 3 Jkg+£‘\k‘ h \pt.
Other Household Information and F tterns

5. anmmufchﬂdbwmgagehmmlhnhnme? Yes o No
6. If this home is in a building with other dwelling whutoommonminﬂmbmldmsmudby

children? : f

7. (a) Which entrance | us?mnat frequently?
ran :

— e ]

(b] If yes, where?
12. (a) Which areas of the hon




Form 5.1 Building Cor dlﬁun Form for Lead Hazard Risk Asmment.il

Property address: 3 Polit S%. L
Name of property owner: Hﬂh :
Name of risk assessor: _A¢

Roof missmg parts of surfaces (tiles, boards,
shakes, etc.)

D

Chimney masonry cracked, hl:lc-’ﬂlmwn:“
missing, ob\unusl}r out of plumb




FLOOR PLAN/DIAGRAM






XRF DATA SHEETS & LAB RESULTS
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EMSL Order ID: 022550861
LIMS Reference ID: KD50861

706 Gralin Street, Kernersville, NC, 27284 EMSL Cust ID: ENVI67
Telephone: (336)-992-1025 Fax:(336)-992-4175 ustomer [D:

www.emsl.com

EMSL Analytical, Inc.

Attention: Brian Long Project Name: 319 Polk St. IHM0250318.00
The EI Group, Inc. [ENVI67]
2101 Gateway Centre Blvd, Suite 200
Morrisville, NC 27560 Customer PO:
(919) 65?-7500 EMSL Sales Rep: Jason McDonald
blong@ei1.com Received: 12/31/2025 09:45
Reported: 01/02/2026 08:57

Analytical Results

Prep Date Analysis Date Analytical
Analyte Results RL Weight(g) & Tech Prep Method & Analyst Method Q DF
Client Sample ID: 12/Soil - Play Area Date Sampled: 12/29/25
Matrix: Soils LIMS Reference ID: KD50861-12
Lead 240 mg/kg 32 mg/kg 0.6869 12/31/25 JC SW-846 30508 12/31/25 JC SW 846-7000B 1

Sample Comments:
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EMSL Analytical, Inc.

706 Gralin Street, Kernersville, NC, 27284
Telephone: (336)-992-1025 Fax:(336)-992-4175

www.emsl.com

Attention: Brian Long
The EI Group, Inc. [ENVI67]

2101 Gateway Centre Blvd, Suite 200

Morrisville, NC 27560
(919) 657-7500
blong@eil.com

Project Name:

Customer PO:
EMSL Sales Rep:
Received:
Reported:

Analytical Results

EMSL Order ID: 022550861
LIMS Reference ID: KD50861
EMSL Customer ID: ENVI67

319 Polk St. IHM0250318.00

Jason McDonald

12/31/2025 09:45
01/02/2026 08:57

(Continued)
Prep Date Analysis Date Analytical
Analyte Results RL Area(in?) & Tech Prep Method & Analyst Method Q DF
Client Sample ID: 1/Nursery Floor Date Sampled: 12/29/25
Matrix: Wipe LIMS Reference ID: KD50861-01
Lead <8.0 pg/ft2 8.0 pg/ft? 144 12/31/25 JC SW-846 3050B 12/31/25 JC SW 846-7000B 1
Sample Comments:
Client Sample ID: 2/Nursery Windowsill Date Sampled: 12/29/25
Matrix: Wipe LIMS Reference ID: KD50861-02
Lead <32 ug/ft? 32 pg/ft? 36 12/31/25 JC SW-846 3050B 12/31/25 JC SW 846-7000B 1
Sample Comments:
Client Sample ID: 3/Bedroom 2 Floor Date Sampled: 12/29/25
Matrix: Wipe LIMS Reference ID: KD50861-03
Lead <8.0 pg/ft? 8.0 pg/ft 144 12/31/25 JC SW-846 3050B 12/31/25 JC SW 846-7000B 1
Sample Comments:
Client Sample ID: 4/Bedroom 2 Windowsill Date Sampled: 12/29/25
Matrix: Wipe LIMS Reference ID: KD50861-04
Lead <32 ug/ft 32 pg/ft 36 12/31/25 JC SW-846 3050B 12/31/25 JC SW 846-7000B 1
Sample Comments:
Client Sample ID: 5/Bedroom 3 Floor Date Sampled: 12/29/25
Matrix: Wipe LIMS Reference ID: KD50861-05
Lead <8.0 pg/ft? 8.0 pg/ft 144 12/31/25 JC SW-846 3050B 12/31/25 JC SW 846-7000B 1
Sample Comments:
Client Sample ID: 6/Bedroom 3 Windowsill Date Sampled: 12/29/25
Matrix: Wipe LIMS Reference ID: KD50861-06
Lead <32 ug/ft? 32 pg/ft? 36 12/31/25 JC SW-846 3050B 12/31/25 JC SW 846-7000B 1
Sample Comments:
Client Sample ID: 7/Playroom Floor Date Sampled: 12/29/25
Matrix: Wipe LIMS Reference ID: KD50861-07
Lead <8.0 pg/ft? 8.0 pg/ft 144 12/31/25 JC SW-846 3050B 12/31/25 JC SW 846-7000B 1
Sample Comments:
Client Sample ID: 8/Playroom Windowsill Date Sampled: 12/29/25
Matrix: Wipe LIMS Reference ID: KD50861-08
Lead <32 pg/ft? 32 pg/ft? 36 12/31/25 JC SW-846 3050B 12/31/25 JC SW 846-7000B 1
Sample Comments:
Client Sample ID: 9/Kitchen Floor Date Sampled: 12/29/25
Matrix: Wipe LIMS Reference ID: KD50861-09
Lead <8.0 pg/ft? 8.0 pg/ft? 144 12/31/25 JC SW-846 30508 12/31/25 JC SW 846-7000B 1

Sample Comments:
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www.emsl.com

Attention: Brian Long

EMSL Analytical, Inc.

706 Gralin Street, Kernersville, NC, 27284
Telephone: (336)-992-1025 Fax:(336)-992-4175

The EI Group, Inc. [ENVI67]

2101 Gateway Centre Blvd, Suite 200

Morrisville, NC 27560
(919) 657-7500
blong@eil.com

Project Name:

Customer PO:
EMSL Sales Rep:
Received:
Reported:

Analytical Results

EMSL Order ID: 022550861
LIMS Reference ID: KD50861
EMSL Customer ID: ENVI67

319 Polk St. IHM0250318.00

Jason McDonald

12/31/2025 09:45
01/02/2026 08:57

(Continued)

Prep Date Analysis Date Analytical
Analyte Results RL Area(in?) & Tech Prep Method & Analyst Method Q DF
Client Sample ID: 10/Kitchen Windowsill Date Sampled: 12/29/25
Matrix: Wipe LIMS Reference ID: KD50861-10
Lead <32 ug/ft? 32 pg/ft? 36 12/31/25 JC SW-846 3050B 12/31/25 JC SW 846-7000B 1

Sample Comments:

Client Sample ID: 11/Kitchen Counter Date Sampled: 12/29/25
Matrix: Wipe LIMS Reference ID: KD50861-11
Lead 39 pg/ft 8.0 pg/ft? 144 12/31/25 JC SW-846 3050B 12/31/25 JC SW 846-7000B 1

Sample Comments:
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EMSL Analytical, Inc. EMSL Order ID: 022550861
LIMS Reference ID: KD50861

706 Gralin Street, Kernersville, NC, 27284
EMSL Customer ID: ENVI67

Telephone: (336)-992-1025 Fax:(336)-992-4175
www.emsl.com

Attention: Brian Long Project Name: 319 Polk St. IHM0250318.00

The EI Group, Inc. [ENVI67]
2101 Gateway Centre Blvd, Suite 200

Morrisville, NC 27560 Customer PO:

(919) 657-7500 EMSL Sales Rep: Jason McDonald

blong@eil.com Received: 12/31/2025 09:45
Reported: 01/02/2026 08:57

Certified Analyses included in this Report

Analyte Certifications
SW 846-70008B in Soils

Lead 02-AIHA ELLAP
SW 846-70008B in Wipe

Lead 02-AIHA ELLAP

List of Certifications

Code Description Number Expires
02-AIHA ELLAP American Industrial Hygiene Association (AIHA LAP, LLC) - ELLAP 102564 06/01/2026
02-AIHA EMLAP American Industrial Hygiene Association (AIHA LAP, LLC) - EMLAP 102564 06/01/2026

Please see the specific Field of Testing (FOT) on www.emsl.com <http://www.emsl.com> for a complete listing of
parameters for which EMSL is certified.

Notes and Definitions

Item Definition

(Dig) For metals analysis, sample was digested.

[2C] Reported from the second channel in dual column analysis.
DA Direct Analysis

DF Dilution Factor

MDL Method Detection Limit.

ND Analyte was NOT DETECTED at or above the detection limit.
NR Spike/Surrogate showed no recovery.

Q Qualifier

RCS Respirable Crystalline Silica

RL Reporting Limit

Wet Sample is not dry weight corrected.

Measurement of uncertainty and any applicable definitions of method modifications are available upon request. Per EPA NLLAP policy,
sample results are not blank corrected.
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EMSL Analytical, Inc.

706 Gralin Street, Kernersville, NC, 27284
Telephone: (336)-992-1025 Fax:(336)-992-4175
www.emsl.com

Attention: Brian Long
The EI Group, Inc. [ENVI67]
2101 Gateway Centre Blvd, Suite 200
Morrisville, NC 27560
(919) 657-7500
blong@eil.com

AL C/..:Q-i;.-

i

Project Name:

Customer PO:
EMSL Sales Rep:
Received:
Reported:

EMSL Order ID: 022550861
LIMS Reference ID: KD50861
EMSL Customer ID: ENVI67

319 Polk St. IHM0250318.00

Jason McDonald

12/31/2025 09:45
01/02/2026 08:57

James Cole Laboratory Manager or other approved signatory

EMSL maintains liability limited to cost of analysis. Interpretation and use of test results are the responsibility of the client. This report relates only to the samples reported above
and may not be reproduced, except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities or analytical method limitations. The report
reflects the samples as received. Results are generated from the field sampling data (sampling volumes and areas, locations, etc.) provided by the client on the Chain of Custody.
QC sample results are within quality control criteria and met method specifications unless otherwise noted. All results for soil samples are reported on a dry weight basis, unless

otherwise noted.

Analysis following EMSL SOP for the Determination of Environmental Lead by FLAA. The laboratory has a reporting limit of 8 ug/wipe and is not responsible for any result or reporting
limit provided in pg/ft2 since it is dependent upon an area value provided by non-lab personnel. A "<" (less than) result signifies that the analyte was not detected at or above the
reporting limit. Measurement of uncertainty and definitions of modifications are available upon request. Results in this report are not blank corrected unless specified.
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METHODOLOGY

XRF INSPECTION METHODOLOGY

According to HUD/EPA/NCHHCU Guidelines, lead in quantities equal to and greater than 1.0 mg/cm?
must be present to be considered a lead-based paint. However, detectable lead in quantities less than 1.0
mg/cm? may contribute to the development of lead dust hazards even though it is not a lead-based paint
hazard according to the HUD/EPA/NCHHCU definition of a lead-based paint.

The XRF inspection portion of the risk assessment was accomplished through the measurement of the
concentration of lead in paint on any surface determined to have deteriorated paint, be impacted by future
renovation activities, and friction surfaces within each room equivalent on both inside the residence and on
the exterior surfaces of the residence using an XRF. Determination of paint condition is described below.
Only accessible painted and/or varnished surfaces meeting the mentioned criteria were tested using the
direct read spectrum analyzer. The inspection was conducted following EPA’s work practice standards for
conducting lead-based paint activities (40 CFR 745.227), the U.S. Department of Housing and Urban
Development (HUD) Guidelines for the Evaluation and Control of Lead-Based Paint Hazards in Housing
(Guidelines) with the June 2012 revisions, and all State and local regulations except that a different visible
color shall, by itself, result in a separate testing combination for a room equivalent. Samples are taken to
represent component types; therefore, it should be assumed that similar component types in the rest of that
room or room equivalent also contain lead-based paint. The same is true for negative readings. In addition,
all requirements on XRF usage contained in the Performance Characteristics Sheet for the specific XRF
being used were followed.

VIKEN DETECTION PB200I LEAD ANALYZER

The sampling strategy adheres to the EPA Performance Characteristic Sheet for the XRF instrument used,
as well as the manufacturer’s modifications and recommendations. The XRF used for detection of lead-
based paint is the Viken Detection Analyzer. It was manufactured by Viken Detection, headquartered at 21
North Avenue in Burlington, MA, 01803.

Samples may be classified as POS (Positive), NEG (Negative), or NULL (Incomplete). Positive results
indicate lead in quantities equal to or greater than 1.0 mg/cm2 and are considered lead-based paint. Negative
results indicate lead in quantities less than 1.0 mg/cm?2 and are not considered lead-based paint. However
detectable lead quantities less than 1.0 mg/cm2 may lead to the development of lead dust hazards even
though it is not a lead-based paint according to the HUD/EPA standard. Incomplete/Null results should be
ignored as insufficient data was collected by the XRF during the sample time to determine if the sample is
positive or negative (i.e. the instrument slipped or was removed prematurely, terminating the test).




When standing in any four-sided room facing side A, which coincides with the front of the dwelling, side
B will be to the right, side C will be to the rear, and side D will be to the left (clockwise from side A).

RISK ASSESSMENT METHODOLOGY

The lead-based paint risk assessment was performed to determine if the lead-based paint present in the
residence presents an immediate hazard. This was accomplished through combining measurements of lead
in dust, lead in soil, XRF paint analysis, visual assessment of the residence, assessment of paint condition,
and by collecting occupant use information to identify and address lead-based paint hazards.

The risk assessment was performed in accordance with the EPA’s work practice standards for conducting
lead-based paint activities (40 CFR 745.227), and the U.S. Department of Housing and Urban Development
(HUD) Chapter 5, Guidelines for the Evaluation and Control of Lead-Based Paint Hazards in Housing
(Guidelines) with the 2012 revisions.

DESCRIPTION OF PAINT CONDITION HAZARD RANKINGS

The paint condition is placed into one of two categories using the risk assessor’s professional judgement.
These categories are: intact and deteriorated. Based on the approximate surface area of deteriorated paint,
the risk assessor then assesses the paint condition as intact or deteriorated.

Hazard ranking protocol was assessed following the HUD Guidelines for Evaluation and Control of Lead-
Based Paint Hazards in Housing, dated June 2012. This information is summarized below.

Type of Building C omponentl Total Area of Deteriorated Paint on Each Component
0 2

Intact! Deteriorated~
Interior/ Exterior building components Entire surface area is Entire surface area is NOT intact

intact
Interior components with large surface Entire surface area is Entire surface area is NOT intact
area intact
Interior and exterior components w/ Entire surface area is Entire surface area is NOT intact
small surface areas intact




Notes:
1. Indicates each individual building component or side of the building, not the combined surface area of
similar components in a room.

2. Indicates surfaces in deteriorated condition are considered to be lead-based paint hazards as defined by
Title X and should be addressed through abatement or interim controls which are described in the
recommendations in this report.

DUST WIPE SAMPLE METHODOLOGY

Dust wipe samples were collected from single surfaces throughout the residence to identify lead dust
hazards. Lead dust hazards can be created from deteriorated lead-based paint on the interior and exterior
of the residence, specifically from friction and impact surfaces. Lead dust generated from surfaces on the
exterior of the residence can also be tracked inside the residence. These samples were collected from areas
where children are most likely to be exposed to dust that may present a lead hazard. Samples from the
residence were collected from floors and windowsills/ stools/ troughs throughout the residence.

The EPA has established lead hazard standards for lead in dust under TSCA Section 403 (Residential Lead
Hazards). The following level of lead in dust should be considered hazardous and may result in excessive
lead exposure and elevated blood lead levels:

10 micrograms per square foot (ug/ft2) for floors, including carpeted floors
100 pg/ft2 for interior windowsills/window stools
400 pg/ft2 for interior window troughs (clearance only)

SOIL SAMPLE METHODOLOGY

Soil samples were collected and analyzed to determine the concentration of lead in composite soil samples.
The soil samples were collected from areas of bare soil on the property. Each composited soil sample
consisted of multiple sub-samples collected over the entire area of bare soil. Soil samples were analyzed by
an accredited analytical laboratory and subsequently reported to EI.

The EPA has established lead hazard standards for lead in soil under TSCA Section 403 (Residential Lead
Hazards). The following level of lead in soil should be considered hazardous and may result in excessive
lead exposure and elevated blood lead levels:

e 400 milligrams per kilogram (mg/Kg) in children’s play areas with bare residential soil (e.g.,
sandboxes, gardens)
e 1,200 mg/Kg (average) in bare soil for the remainder of the yard



LABORATORY ANALYSIS

Samples were shipped to an accredited laboratory via chain of custody protocol. Laboratory analysis of dust
wipes samples and soil samples were performed by an EPA NLLAP (National Lead Laboratory
Accreditation Program) approved laboratory. Laboratory analysis of the dust wipe samples, and soil
samples was performed based on the EPA SW846-7420/ HUD — Flame Atomic Absorption Method.



LEAD HAZARD CONTROL OPTIONS

Under HUD Guidelines, there are a range of lead hazard control methods that maybe implemented at the
property. It is only the responsibility of the Lead-Based Paint Risk Assessor, and The EI Group, Inc. to
provide these recommended lead hazard control options. These control measures range from various interim
controls (e.g., specialized cleaning, minor wet scraping, and repainting) to abatement measures (e.g.,
building component replacement, enclosure, and paint removal) that may not, for such reasons as funding
limitations, be conducted for some time. EI has endeavored to provide information that will assist the
rehabilitating organization and the homeowner in making an informed decision on this complex issue.
Ultimately, the rehabilitation program and the homeowner must make the final decision.

HUD AND EPA DEFINED LEAD HAZARD CONTROL METHODS

Abatement: A measure or set of measures designed to permanently eliminate lead-based paint hazards or
lead-based paint. Abatement strategies include the removal of lead-based paint, enclosure, encapsulation,
replacement of building components coated with lead-based paint, removal of lead-contaminated dust, and
removal of lead-contaminated soil or overlaying of soil with a durable covering such as asphalt (grass and
sod are considered interim control measures). All of these strategies require preparation; cleanup; waste
disposal; post-abatement clearance testing; recordkeeping; and, if applicable, monitoring. (For full EPA
definition, see 40 CFR 745.223).

Cleaning: The process of using a vacuum and wet cleaning agent(s) to remove leaded dust; the process
includes the removal of bulk debris from the work area.

Dust removal: A form of interim control that involves initial cleaning followed by periodic monitoring and
recleaning, as needed. Depending on the severity of lead-based paint hazards, dust removal may be the
primary activity or just one element of a broader control effort.

Encapsulation: Any covering or coating that acts as a barrier between lead-based paint and the
environment, the durability of which relies on adhesion and the integrity of the existing bonds between
multiple layers of paint and between the paint and the substrate. See, also, Enclosure.

Enclosure: The use of rigid, durable construction materials that are mechanically fastened to the substrate
to act as a barrier between the lead-based paint and the environment.

Friction surface: Any interior or exterior surface, such as a window or stair tread, subject to abrasion or
friction.

High Efficiency Particulate Air (HEPA) filter: A filter capable of removing particles of 0.3 microns or
larger from air at 99.97 percent or greater efficiency.

Impact surface: An interior or exterior surface (such as surfaces on doors) subject to damage by repeated
impact or contact.

Interim controls: A set of measures designed to temporarily reduce human exposure or possible exposure
to lead-based paint hazards. Such measures include, but are not limited to, specialized cleaning, repairs,
maintenance, painting, temporary containment, and the establishment and operation of management and



resident education programs. Monitoring, conducted by owners, and reevaluations, conducted by
professionals, are integral elements of interim control. Interim controls include dust removal; paint film
stabilization; treatment of friction and impact surfaces; installation of soil coverings, such as grass or sod;
and land use controls. Interim controls that disturb painted surfaces are renovation activities under EPA’s
Renovation, Repair and Painting Rule.

Lead-based paint hazard control: Activities intended to control and eliminate lead-based paint hazards,
including but not limited to interim controls and abatement.

Lead-specific detergent: A cleaning agent manufactured specifically for cleaning and removing leaded
dust or other lead contamination.

Maintenance: In the context of lead hazard control, work intended to maintain adequate living or
occupancy conditions in target housing or a pre-1978 child-occupied facility; it may have the potential to
disturb known or presumed lead-based paint.

Paint stabilization: The process of wet scraping, priming, and repainting surfaces coated with
deteriorated lead-based paint. Paint stabilization also includes eliminating the cause(s) of paint
deterioration, cleanup and clearance.

Paint removal: The removal of lead-based paint from surfaces; this may be an abatement strategy, or it
may occur as a part of a renovation project.

Replacement: A strategy of abatement that involves the removal of building components coated with
lead-based paint (such as windows, doors, and trim) and the installation of new components free of lead-
based paint.

Treatment: A method designed to control lead-based paint hazards. Treatment includes interim controls,
abatement, and removal.

Trisodium phosphate (TSP) detergent: A detergent that contains trisodium phosphate. These guidelines
do not recommend using TSP.

Useful life: The life expectancy of a coating before it requires refinishing or some other form of
maintenance.

Vacuum/wet cleaning/vacuum cycle: The cleaning cycle that begins with HEPA vacuuming, followed
by a wet cleaning with a detergent, followed by a final pass with a HEPA vacuum over the surface.



DEFINITIONS

Lead-Based Paint: Paint that contains 1.0 milligram per centimeter square (mg/cmz) of lead or greater.
Also measured as greater than 0.5 percent lead or has 5,000 parts per million (ppm) lead by dry weight.

Lead-Based Paint Hazards: Housing conditions that cause human exposure to unsafe levels of lead from
paint. These conditions include deteriorated lead-based paint; friction, impact or chewable painted
surfaces; lead-contaminated dust; or lead-contaminated soil.

LEAD HAZARD EVALUATION

Paint Testing: Testing of specific surfaces, by XRF (x-ray fluorescence) or lab analysis, to
determine the lead content of these surfaces, performed by a certified lead-based paint inspector or
certified lead-based paint risk assessor.

Risk Assessment: A comprehensive evaluation for lead-based paint hazards that includes paint testing,
dust and soil sampling, and a visual evaluation. The risk assessment report identifies lead hazards
and appropriate lead hazard reduction methods. A certified lead-based paint risk assessor must
conduct the assessment.

Lead Hazard Screen: A limited risk assessment activity that can be performed instead of a risk
assessment in units that meet certain criteria (e.g. good condition). The screen must be performed by a
certified lead-based paint risk assessor. If the unit fails the lead hazard screen, a full risk
assessment must be performed.

Clearance Examination: Clearance is performed after hazard reduction, rehabilitation or maintenance
activities to determine if a unit is safe for occupancy. It involves a visual assessment, analysis of dust
and soil samples, and preparation of report. A certified lead-based paint risk assessor, lead-based paint
inspector, or clearance technician (independent from entity/individual conducting paint stabilization or
hazard reduction) conducts clearance.

LEAD HAZARD REDUCTION

Paint Film Stabilization: An interim control method that stabilizes painted surfaces and addressed the
underlying cause of deterioration. Steps include repairing defective surfaces, removing loose paint and
applying new paint.

Interim Controls: Set of measures to temporarily control lead-based paint hazards. Interim control
methods must be completed by qualified workers using safe work practices. Follow-up monitoring is
needed.

Standard Treatments: A complete set of interim control methods that when used together temporarily
control all potential lead hazards in a unit. Because they address all conditions, a risk assessment or



other evaluation is not needed. Standard treatments must be completed by qualified workers using safe
work practices. As with interim controls, follow-up monitoring is needed.

Abatement: Measures to permanently control (i.e. 20 years or more) lead-based paint or lead-based
paint hazards.

LBP - KEY UNITS OF MEASUREMENT

pg (microgram): A Microgram is 1/ 1000‘[h of a milligram (or one millionth of a gram). To put this unit

into perspective, penny weighs 2 grams. To get a microgram, you would need to divide the penny into
2 million pieces. A microgram is one of those two million pieces.

ft? (Square Foot): One square foot is equal to an area that has a length of one foot (12 inches) and a width
of one foot (12 inches).

pg/dL: Micrograms per deciliter is used to measure the level of lead in children’s blood to establish whether
intervention is needed. A deciliter (1/ 10" of liter) is a little less than half a cup. As noted above, a
microgram is the same weight as one penny divided into two million parts.

mg/cm?*: Milligrams per square centimeter, used for measuring lead in finished surfaces by XRF machines.

Percent (%): Percent by dry weight, a unit of measuring lead in finished surfaces via paint chip sample
analysis.

ppm: Parts per million, by weight, equivalent to pg/gram (10,000 ppm = 1 percent). Used to measure lead
content in paint and soil.

LEAD-BASED PAINT STANDARDS

Definition of Lead-Based Paint — Paint or surface coating that contains at least:

e | milligram per centimeters square (mg/cmz) of lead;
e 0.5 percent lead; or
e 5,000 parts per million (ppm) lead by dry weight.

DUST - THRESHOLDS FOR LEAD-CONTAMINATION (RISK ASSESSMENT/CLEARANCE)

e Floors: 10 pg/ft? (Risk Assessment), 40 pg/ft> (Clearance Only)

e Porch Floors (Clearance Only): 40 ng/ft?

e Interior Windowsills: 100 pg/ft? (Risk Assessment), 250 pg/ft> (Clearance Only)
e Window Troughs (Clearance Only): 400 pg/ft>



SOIL — THRESHOLDS FOR SOIL CONTAMINATION

e Play areas used by children under age 6: 400 mg/Kg
e Average for other sampled areas: 1,200 mg/K



LEAD-BASED PAINT ACTIVITY SUMMARY
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Performance Characteristic Sheet
6. EFFECTIVE DATE: December 1, 2015

MANUFACTURER AND MODEL.:

Make: Heuresis
Models: Model Pb200i
Source: %’Co, 5 mCi (nominal — new source)

FIELD OPERATION GUIDANCE
7. OPERATING PARAMETERS:

Action Level mode

8. XRF CALIBRATION CHECK LIMITS:

0.8 to 1.2 mg/cm? (inclusive)

SUBSTRATE CORRECTION:
Not applicable

9. INCONCLUSIVE RANGE OR THRESHOLD:

ACTION LEVEL MODE SUBSTRATE THRESHOLD (mg/cm?)
READING DESCRIPTION
. Brick 1.0
Results not corrected for substrate bias on any
Concrete 1.0
substrate
Drywall 1.0
Metal 1.0
Plaster 1.0
Wood 1.0
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BACKGROUND INFORMATION

10. EVALUATION DATA SOURCE AND DATE:

This sheet is supplemental information to be used in conjunction with Chapter 7 of the HUD Guidelines for the
Evaluation and Control of Lead-Based Paint Hazards in Housing ("HUD Guidelines"). Performance parameters
shown on this sheet are calculated using test results on building components in the HUD archive. Testing was
conducted on 146 test samples in November 2015, with two separate instruments running software version 2.1-2
in Action Level test mode. The actual source strength of each instrument on the day of testing was approximately
2.0 mCi; source ages were approximately one year.

11. OPERATING PARAMETERS



Performance parameters shown in this sheet are applicable only when properly operating the instrument using
the manufacturer's instructions and procedures described in Chapter 7 of the HUD Guidelines.

12.  XRF CALIBRATION CHECK:

The calibration of the XRF instrument should be checked using the paint film nearest 1.0 mg/cm?in the NIST
Standard Reference Material (SRM) used (e.g., for NIST SRM 2579, use the 1.02 mg/cm?film).

If the average (rounded to 1 decimal place) of three readings is outside the acceptable calibration check range,
follow the manufacturer's instructions to bring the instrument into control before XRF testing proceeds.

13. SUBSTRATE CORRECTION VALUE COMPUTATION:

Chapter 7 of the HUD Guidelines provides guidance on correcting XRF results for substrate bias. Supplemental
guidance for using the paint film nearest 1.0 mg/cm? for substrate correction is provided:

XRF results are corrected for substrate bias by subtracting from each XRF result a correction value determined
separately in each house for single-family housing or in each development for multifamily housing, for each
substrate. The correction value is an average of XRF readings taken over the NIST SRM paint film nearest to 1.0
mg/cm? at test locations that have been scraped bare of their paint covering. Compute the correction values as
follows:

Using the same XRF instrument, take three readings on a bare substrate area covered with the NIST
SRM paint film nearest 1 mg/cm?. Repeat this procedure by taking three more readings on a second bare
substrate area of the same substrate covered with the NIST SRM.

Compute the correction value for each substrate type where XRF readings indicate substrate
correction is needed by computing the average of all six readings as shown below.

For each substrate type (the 1.02 mg/cm? NIST SRM is shown in this example; use the actual lead
loading of the NIST SRM used for substrate correction):

Correction value = (1st + 2nd + 3rd + 4th + 5th + 6th Reading)/6 - 1.02 mg/cm?

Repeat this procedure for each substrate requiring substrate correction in the house or housing
development.

14. EVALUATING THE QUALITY OF XRF TESTING:

Randomly select ten testing combinations for retesting from each house or from two randomly selected units in
multifamily housing.

Conduct XRF re-testing at the ten testing combinations selected for retesting.
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Determine if the XRF testing in the units or house passed or failed the test by applying the steps below.
Compute the Retest Tolerance Limit by the following steps:

Determine XRF results for the original and retest XRF readings. Do not correct the original
or retest results for substrate bias. In single-family and multi-family housing, a result is
defined as a single reading. Therefore, there will be ten original and ten retest XRF results
for each house or for the two selected units.

Calculate the average of the original XRF result and the retest XRF result for each testing
combination.

Square the average for each testing combination.



Add the ten squared averages together. Call this quantity C.
Multiply the number C by 0.0072. Call this quantity D.
Add the number 0.032 to D. Call this quantity E.
Take the square root of E. Call this quantity F.
Multiply F by 1.645. The result is the Retest Tolerance Limit.
Compute the average of all ten original XRF readings.
Compute the average of all ten re-test XRF readings.
Find the absolute difference of the two averages.

If the difference is less than the Retest Tolerance Limit, the inspection has passed the retest. If
the difference of the overall averages equals or exceeds the Retest Tolerance Limit, this
procedure should be repeated with ten new testing combinations. If the difference of the overall
averages is equal to or greater than the Retest Tolerance Limit a second time, then the inspection
should be considered deficient.

Use of this procedure is estimated to produce a spurious result approximately 1% of the time. That is,
results of this procedure will call for further examination when no examination is warranted in
approximately 1 out of 100 dwelling units tested.

15. TESTING TIMES:

In the Action Level paint test mode, the instrument takes the longest time to complete readings close
to the Federal standard of 1.0 mg/cm?. The table below shows the mean and standard deviation of
actual reading times by reading level for paint samples during the November 2015 archive testing. The
tested instruments reported readings to one decimal place. No significant differences in reading times
by substrate were observed. These times apply only to instruments with the same source strength as
those tested (2.0 mCi). Instruments with stronger sources will have shorter reading times and those
with weaker sources, longer reading times, than those in the table.

Mean and Standard Deviation of Reading Times in Action Level Mode by Reading Level
Reading (mg/cm?) Mean Reading Time (seconds) Standard Deviation (seconds)
<07 3.48 0.47
0.7 7.29 1.92
0.8 13.95 1.78
09-12 15.25 0.66
13-14 6.08 2.50
>1.5 3.32 0.05
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16. CLASSIFICATION OF RESULTS:

XREF results are classified as positive if they are greater than or equal to the stated threshold for the
instrument (1.0 mg/cm?), and negative if they are less than the threshold.

17. DOCUMENTATION:

A report titled Methodology for XRF Performance Characteristic Sheets (EPA 747-R-95-008) provides
an explanation of the statistical methodology used to construct the data in the sheets, and provides
empirical results from using the recommended inconclusive ranges or thresholds for specific XRF
instruments. The report may be downloaded at http://www2.epa.gov/lead/methodology-xrf-
performance-characteristic-sheets-epa-747-r-95- 008-september-1997.

This XRF Performance Characteristic Sheet (PCS) was developed by QuanTech, Inc., under a
contract with the XRF manufacturer.



CERTIFICATIONS AND LICENSURE
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